 Revised: 05/09/05

SECTION 02829 - B
   

     GATE OPERATOR

PART 1 GENERAL

1.01
SECTION INCLUDES
A. Swing Gate Operators


B.
Gate Control Equipment

1.02
RELATED SECTIONS
A. Fencing and Gates: Sections 02820

B. Electrical: Section 01600

1.03 QUALITY ASSURANCE
A. Printed instructions, installation procedures and details of equipment manufacturers and suppliers.

B.
Upon completion of installation, check equipment and components to ensure proper and safe function; correct any defects or deficiencies.

1.04
SUBMITTALS
A. Changes in specifications may not be made after the bid date.

B. Manufacturers.

C. Components, materials, colors, attachments, and fittings.

D. UL325, l, ll, lll & lV Listings. 

PART 2 PRODUCTS
2.01
MATERIALS

A.
Obtain operators and gates, including accessories, fittings, and fastenings, from a single source.

B.
Approved Supplier: Master Halco, Access Control Division, Orange, CA 






        Phone (800) 229-5615 Fax (714) 385-0104
2.02 OPERATORS

(choose)

A.
For gates up to 10’ Leaf- MODEL: MHAC   076181    VOLTS- 230VAC   PHASE-  Single     
B.
For gates 10’ to 20’ Leaf- MODEL: MHAC   076039     H.P.-   1     VOLTS- 230VAC PHASE- Three.                 

1. Full Systems Capability

2. Inherent Obstruction Sensing

3. External Obstruction Sensing

4. Obstruction Sensing Alarm 

5. Master/Slave Operation

6. Gate Movement Warning 

7. Long Distance Control Wiring

8. Solenoid-Activated Brake

9. Safety Loop Connections

10. Delay on Reverse

11. On/Off Switch    

12. Limit Switches
13. Left Hand/Right Hand Selectable
14. Automatic Shut Down
15. Timer to Close
16. Emergency One Button Control Station
17. Power Train Disconnect

 2.03 Access Control Equipment

1. Telephone Entry Systems

A. Shared phone line (no phone bill type).

B. Directory type dial up systems.

C. Computer controlled.

D. Multiple security levels.

E. Multiple entry point control.

F. Pinpoint cameras.

G. With secondary access devices (Card Reader/Proximity Reader etc.)

H. Printers (for access tracking).

2. Card reader systems 

A. Programmable stand-alone.

B. Computer programmed (Windows software available).

C. Proximity type (No-Touch). 

D. Multiple security levels.

3. Digital keypads 

A. Stand-alone.

B. Computer programmed.

C. Lighted.

D. Multiple security levels.

E. With Intercom.

F. Wireless.

G. Printers (for access tracking).

4. Radio Frequency Devices

A. Receivers.

B. Transmitters.

C. Keypads.

D. Multiple channels.

E. Programmable In or Out of system.

F. Long Range.

G. Key chain type.

H. Passive Identification Devices.

5. Intercom for voice communication.

6. Hard wired control stations of all types lockout switches and best-cored key switches available. Hold open key switches.

7. 7 day weekly timers to hold gates open for peak traffic or other special functions on individual days or 5 days a week programmable up to 6 functions a day.

8. Hardwired detection devices for “free exit”

A. Loop detectors.

B. Ground probes.

C. Photoelectric sensors.

9. Emergency Vehicle Access (Fire, Police, etc.)

A. Strobe detector.

B. Siren Operated.

C. Police band RF operated.

  2.04 GATE SAFETY

1.
Gate edges to reverse or stop the gate.

2. Magnetic vehicle detectors.

3. Yellow strobe lights.

4. Audible warning.

5. Signage warning signs custom language types available.

.

PART 3 EXECUTION

3.01 EXAMINATION

A.   Make field measurements and verify locations before installation.

3.02 INSTALLATION
A. Install in a workmanlike manner in conformance with manufacturer’s printed instructions and details.

B. Anchor or install electric operator on a concrete foundation. Using 1/2x41/2 Hilti Quick bolt concrete stud

 type anchors.

C. Installer must have at least 2 years previous experience in gate operator installations.

D. Installer must provide service after the sale and be able respond in a reasonable time should trouble occur.

E. Installer must provide references from job of a like nature.

F. Must provide drawings showing layout and typical locations for all equipment that is being supplied.

G. License electrician must perform all electrical connections.

H. Supply electrical power to operator through its own dedicated circuit breaker.

3.03 CLEANING

A.
Clean up debris and unused material, and remove from the site.
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