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Patented Wood Fence Post System

 (PostMaster ® by Master Halco)

PART 1 GENERAL

1.01
SECTION INCLUDES

A.
Concealable Steel Post for wood fencing systems 

1.02
RELATED SECTIONS
A.
Section   32 10 00  

Paving and Surfacing 

B.
Section   03 30 00  

Cast-In-Place Concrete

C.
Section   04 20 00  

Unit Masonry

1.03
SUBMITTALS:
A.
Changes in specification may not be made after the bid date.

B.
Shop Drawings:  Layout of fence and gates with dimensions, details and finishes of component accessories and post foundations.

C.
Product Data:  Manufacturer’s catalogue cuts indicating material compliance and specified options.

D. Samples:  Color selections for polyester finishes.  If requested, samples of materials.

1.04 SPECIAL WARRANTY

A. Provide manufacturer’s standard limited warranty that its Steel Post is free from defects in material and workmanship for a period of 15 years from the date of purchase.

PART 2 PRODUCTS

2.01
MANUFACTURER

A.
Products from other qualified manufacturers having a minimum of 5 years experience manufacturing steel posts will be acceptable by the architect as equal, if approved in writing, ten days prior to bidding, and if they meet the following specifications for design, size, gauge of metal parts, fabrication and wind load capability. 

B.
Steel Post for Wood Fencing 


Height: 


(             mm).


Weight: 2.64 lb./ft (3.93 kg/m)


Approved Manufacturer:  Master Halco, Inc. 






        4000 W. Metropolitan Drive, Suite 400







Orange, CA 92868

Phone (800) 229-5615 Fax (714) 385-0107






        Site: www.fenceonline.com  E-mail: spec@fenceonline.com
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2.02
Steel Post 
A.
Post:  3-1/2” (89mm) x 1-3/4” (44mm)  11 gauge [0.120” (3.05mm)] thick galvanized steel, roll formed steel shapes complying with  ASTM A-653 having a 50,000 psi (344 MPa) yield strength and G90 zinc coating, 0.90 oz/fl2 (o.27 kg/M2).  Punch thru holes: 13/64” Dia. , 1” (25mm) OC. at both flanges. 
B.
Finish: Galvanized or Galvanized and polyester coated individually after drilling and layout, to ensure maximum corrosion protection. Posts are given a 4 stage “Power Wash” pre-treatment process that cleans and prepares the galvanized surface to assure complete adhesion of the finish coat.  All metal is then given a polyester resin based power coating applied by the electrostatic spray process, to a thickness 2.5 (.0635 mm) mils.  The finish is then baked in a 4500F (2320C) (metal temperature) oven for 20 minutes.  Color 


 (Choose color- Brown or


Tan).  

C.
Wind Load: Product will meet minimum 70 MPH wind load when a 6’ Privacy Fence is constructed with Posts every 8’, set to the recommended depth in ground.  Ref 1994 Uniform Building Code for Exposure “B”.       
2.03 SETTING MATERIAL

A.
Concrete: Minimum 28 day compressive strength of 3,000 psi (20 Mpa).

B.
Flanged Posts:  Provide flange type base plates with 4 holes for surface mounting of posts where indicated.

C.
Driven (Option):  PostMaster posts may be mechanically driven into the ground.

PART 3 EXECUTION

3.01
EXAMINATION

A.
Verify areas to receive fencing are completed to final grades and elevations.

B.
Ensure property lines and legal boundaries of work are clearly established.

3.02
INSTALLATION
A.
Install fence in accordance with manufacturer’s instructions.

B.
Space posts uniformly at 8’ OC maximum unless otherwise indicated.

C.
Concrete Set Posts:  Drill hole in firm, undisturbed or compacted soil.  Holes shall have diameter 4 times greater than nominal outside dimension of post, and depths approximately 6” (152 mm) deeper than post bottom.  Excavate deeper as required for adequate support in soft and loose soils, and for posts with heavy lateral loads.  Set post bottom 24” (610 mm) below surface when in firm, undisturbed soil.  Place concrete around post in a continuous pour.  Trowel finish around posts and slope to direct water away from posts.



1.
Gate Posts and Hardware:  Set keepers, stops, sleeves and other accessories into concrete.

D.
Surface mount (wall mount) posts with mounting plates where indicated.  Fasten with lag bolts and shields.

E.  Check each post for vertical and top alignment, and maintain in position during placement and finishing operation.

F.
Driven Posts (Option):  PostMaster posts may be driven into the ground.

3.03
GATE INSTALLATION
A.
Install gates plumb, level and secure for full opening without interference.

B.
Attach hardware by means  which will prevent unauthorized removal.

C.
Adjust hardware for smooth operation.
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3.04
POST CONCEALMENT INSTALLATION (OPTION)
A.
Place Concealment Board over installed PostMaster posts as recommended by the Manufacturer

B.
Attach boards by approved methods.

3.05
CLEANING
A. Clean up debris and unused material, and remove from site. 
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