DEACERO FENCE – TECHNICAL DATA

I. FENCE PANELS
Dimensions

	Panels
	Commercial measure (FT)
	Standard 

(real)
	Metric equivalent
	Braces per panel

	Length
	8
	95’’
	2413 mm
	-

	Height
	2
	25’’
	635 mm
	2

	
	4
	49’’
	1244.6 mm
	2

	
	5
	62’’
	1574.8 mm
	3

	
	6
	73’’
	1854.2 mm
	4

	
	8
	98’’
	2489.2 mm
	5


Panels specifications:

· Resistance welded wire mesh panels (ASTM A185).

· 6 ga. Class I galvanized wire 150 g/m2 (0.5 OZ/FT2) (ASTM A641) .

· Wire tensile strength: 75,000 LB/IN2.
· Wire break strength: 3150 LBS (1430 kg).

· Polyester powder coated: Black (RAL 9005), Green (RAL 6005), White (RAL 9010).

· Powder coating thickness: 0.004’’ (100 (m) minimum. (measured by ASTM D1186 method).

· 1000 hours Salt Spray test resistance with no rusting or blistering (ASTM B117).

· Powder coating adhesion tested on laboratory testing panels (ASTM D3359 method B).

II. POSTS

Dimensions

	Posts
	Standard 

(real)
	Metric equivalent

	Square posts
	2 ¼’’ x 2 ¼’’


	57.15 mm x 57.15 mm

	Gage


	16 ga (0.061’’)
	1.55 mm

	Length
	36’’
	914.4 mm

	
	72’’
	1828.8 mm

	
	84’’
	2133.6 mm

	
	96’’
	2438.4 mm

	
	132’’
	3352.8 mm


Posts specifications:

· Posts are G-60 galvanized (0.6 OZ/FT2) zinc coating.

· Polyester powder coating: Black (RAL 9005), Green (RAL 6005), White (RAL 9010).

· Powder coating thickness: 0.004’’ (100 (m) minimum. (measured with ASTM D1186 method).

· 1000 hours Salt Spray test resistance with no rusting or blistering (ASTM B117).

· Powder coating adhesion tested on laboratory testing panels (ASTM D3359 method B).

III. BRACKETS AND ACCESSORIES


Panels shall be installed to the posts by specific quantity of fitting accessories as shown:

(For ground installation)

	Panel

 commercial height
	Post length
	Bracket kit per post

	2’
	36’’
	2

	4’
	72’’
	2

	5’
	84’’
	3

	6’
	96’’
	4

	8’
	132’’
	5


Each bracket kit includes:

· 1 (one) injected colored special plastic bracket.

· 2 (two) 6 mm x 15 mm stainless steel socket bolt.

· 2 (two) 6 mm stainless steel hex nut.

